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Key Revisions

• Proposed rule renumbering and reorganization 
to follow the logical process of permitting, 
siting, construction, development, startup and 
operation, then sealing

• Combine and condense rules where possible



Original Rule New Proposed Rule Filing Action
01 Definitions 01 Definitions Rescinded/Filed new
02 Scope, responsibility for compliance and applicability of rules 02 Scope, responsibility for compliance and applicability of rules Amended
03 Permits 03 Permits Rescinded/Filed new
04 Inspection; water sample collection and analysis 04 Inspection, water sample collection and analysis Rescinded/Filed new
05 Approval to Enforce 05 State survey procedures for program evaluation Rescinded/Filed new
06 Fees 06 Fees, fee categories and cost methodology Rescinded/Filed new
06.1 Fee Categories (included in rule 06) Rescinded
06.2 Cost methodology (included in rule 06) Rescinded
07 Procedures for the sealing of private water systems (moved to
new rule 17)

07 Location, operation and maintenance of private water systems Rescinded/Filed new

07.1 Special sealing requirements based on well type and geologic 
conditions (parts include in rule 17)

Rescinded

08 Cross-connection and backflow (included in new rule 08) 08  Requirements for all private water systems Rescinded/Filed new
09 Continuous disinfection (included in new rule 15) 09  Materials used in the drilling and construction of wells Rescinded/Filed new
10 Location, operation, and maintenance of private water  systems 
(included in new rule 07)

10 Well construction Rescinded/Filed new

11 Miscellaneous provisions for the construction of private
water systems, sampling faucets and distribution water  service
lines (included in new rule 08)

11  Development, startup, disinfection and operation of private 
water systems

Rescinded/Filed new

11.1  Materials used in drilling and construction of wells (moved to 
rule 09)

Rescinded

12  Construction, surface design, maintenance, and 
modification of wells

12 Cisterns and hauled water storage systems Rescinded/Filed new

12.1  Well construction, special geologic conditions (parts included 
in new rule 10)

Rescinded 

12.2  Well development (included in new rule 11) Rescinded 
13  Construction and surface design of cisterns, hauled water 
storage tanks, and roof washers

13  Spring systems Rescinded/Filed new

14  Construction and surface design of springs (new rule 13) 14 Pond and pond filter systems Rescinded/Filed new
15  Location and construction of ponds (new rule 14) 15 Continuous disinfection and cyst filtration Rescinded/Filed new
16  Piping (included in new rule 08) 16 Registration of water haulers, hauled water trucks, inspections Rescinded/Filed new

17  Startup and operation of new, repaired and altered
private water systems (parts include in new rule 11)

17 Sealing of private water systems Rescinded/Filed new

18 Hauled water (new rule 16) 18 Registration and bonding of private water systems contractors Rescinded/Filed new

19  Orders to improve water systems (included in new rule 08) 19 Variances Rescinded/Filed new
20  Registration and bonding of water systems contractors(new18) Rescinded

21  Variances (new rule 19) Rescinded



Definitions 

• Alteration ‐ with connection to public systems 

• Casing – adds primary and secondary 

• Flooplain and floodway – new

• Confluent growth, CFU’s, High background 
counts ‐ new

• Pathogenic microorganism ‐ primary and 
opportunistic pathogen ‐ new



Definitions

• Human consumption – new

• Liner – clarified

• Point of discharge – new

• Primary maximum contaminant level – new

• Private water systems – altered

• Private water systems contractor – new and 
modified from original “water systems 
contractor”



Definitions

• Saline water – new

• Service line – new

• Surface water – new

• Temporary casing – altered

• Turbidity ‐ new

• Total dissolved solids ‐ new

• Water Hauler ‐ new



Rule 02 – Scope, responsibility for 
compliance and applicability of rules

• (C )Wells in pits brought into compliance  ‐ tied to surface 
improvements only unless other violations of rule 10 exist that may 
cause a hazard/contamination

• (E) Wells constructed prior to the effective date of this rule that 
have one or more of the following conditions shall be exempt from 
the construction and isolation distance requirements in paragraph 
(F) of this rule when altered or repaired

• 1) Wells located within a foundation of a building such as in a 
basement, basement offset, or in a garage

• 2) Wells that have four inch or smaller diameter casing;
• 3) Wells that have casing of unknown manufacturing standard
• 4) Wells that are within ten feet of a foundation wall or a property 

line
• (5) Wells that have unknown annular grout placement.



Rule 02 – Scope, responsibility for 
compliance and applicability of rules

• (F) Wells described in paragraph (E) of this rule will not be required 
to meet  the isolation distance from a property line, road right‐of‐
way, and foundation walls unless determined to be critical by the 
board of health in accordance with paragraph (K) of rule 3701‐28‐
07 of this chapter; meet the casing material requirements in 
paragraph (B) of rule 3701‐28‐09 of this chapter; and meet the 
casing diameter, and grout placement requirements of rule 3701‐
28‐10 of this chapter if the property owner can demonstrate to the 
board of health that:
– 1) The surface condition of the well casing is undamaged, not 

deteriorated, and in good condition,
– 2) There is no direct infiltration of surface water,
– 3) The well  is capable of meeting the bacterial water quality 

standards in paragraph (J) of rule 3701‐28‐04 of the Administrative 
Code.



Rule 02 – Scope, responsibility for 
compliance and applicability of rules

• (J) Cistern and hauled water storage tanks constructed 
prior to 1981 and located within the foundation of a 
building will not be required to be relocated provided 
– that the tank does not leak,
– is in good structural condition, 
– is acceptable with the local building code or, where no 
building codes are applicable, 

– as determined by the board of health or a professional 
engineer and is otherwise in compliance with the 
requirements  of these rules pertaining to the operation of 
cisterns and hauled water storage tanks.   

– Manhole risers shall be added so that no materials stored 
in the building can contaminate the water supply.


